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Description

The SolarCleano F1 is a fast and versatile

solution for cleaning solar panels. The

robot has been designed to be configured

and fully controlled by one worker. 

The SolarCleano F1 can be separated

into 4 parts. Therefore, it can be easily

disassembled, transported and

assembled.

The robot is battery operated and can

be controlled from the ground thanks to

its camera.

The SolarCleano F1 is efficient on all types

of solar panels and is guaranteed for 12

months. The robot is designed for all kind

of installations.

The size of the brushes (1.2m) allows for

thorough cleaning of the panel frames.

The two different types of bristle and

their helical shape facilitate cleaning

and leave no trace. Then, the cleaned

panels achieve full efficiency.

It can perform both wet and dry

cleaning.



Soft Hard Very HardStandard

Dimensions & Brushes

Brushes
Brush length
Brush rotation speed
Motor

1.2 m
210 RPM
Brushless

Chassis dimensions
1595 x 1281 x 380 mm

Types of bristles



Other Technical Features

Battery
 

Type
Autonomy
Charger capacity
Charging time

Lithium Ion 24V – 20Ah
1h45
7A
4h 

Movement system
 

Speed
Typical cleaning capacity*
Climbing capacity

 
Up to 40 m/min
1200 m²/h
25° (47%) 

Remote control
 

Frequency
Autonomy
Max. distance
Protection rating

2.4 GHz
24h
200 m
IP65

Weight
Brush weight
Total weight

18 kg
82 kg

Water
 

Consumption
Recommended Pressure
Hose Diameter

12 L/min (if 3 bar)
3 bar (max. 8)
Min. 13 mm 

*Measured under typical field conditions. Actual
productivity may vary depending on panel
dimensions, row spacing, site layout,
relocation time and operator experience.



Camera
 

Quantity
Resolution

2
1024 x 600 px

Lights
 

Quantity
Electrical tension
Protection rating

2
24V
IP67

Options
High-capacity Battery 
 

Type
Autonomy
Charger capacity
Charging time

Lithium Ion 25V – 35Ah
3h
12A
4h 

Anti-fall sensors
 

Quantity 2

GPS tracker
 

Position accuracy 
Tracked data 

< 2.5 m
Working hours, travel
history, etc.
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